






Additional Items 

Any material, structure or ornamentation, 
whether described here or not, and 
whether fixed to the residence lot or 
removable, is subject to ARB review if it 
impacts the exterior appearance of the 
house. 
 
Paint colors are an important facet of the 
house design and greatly affect the overall 
aesthetic of the community. A variety of 
colors, ranging from pastels to deep rich 
tones to natural stained wood are 
acceptable choices, as appropriate to the 
style of the house design and as seen within 
the context of neighboring homes. All paint 
colors must be reviewed and approved by 
the ARB. Color boards and colored 
elevations of all sides must be submitted 
for approval by ARB. Homeowners or their 
representatives are required to submit 
color chips with their final ARB application, 
followed by samples applied in the field and 
reviewed by a site visit by an ARB member 
for final approval.  
 
Design elements including but not limited to 
bird houses, weather vanes, fountains, 

trellises, and arbors are wonderful 
additions to the Beach Haven built 
environment. They help highlight the 
character of a home as well as its 
community. These items are allowed and 
require ARB approval.  
 
There are many features that enhance the 
usefulness of the yard during different 
seasons. Residents may wish to install 
outdoor grills, fireplaces, and summer 
kitchens. These features are encouraged 
but require ARB approval. It is important 
that these elements are appropriate in size, 
scale, design, location and consideration of 
adjacent houses.  
 
Utility services, such as meters and boxes, 
shall be mounted in locations where their 
aesthetic impact as viewed from the street 
is minimized. No meters will be allowed on 
front facades. Underground electrical 
service and other utilities shall be provided 
to all houses. 
 
Utility Yards are required in Beach Haven 
to enclose garbage receptacles, A.C. 

compressors, generators, above ground gas 
tanks, well pump housings and other 
external appliances. It is suggested that 
the wall or fences of a utility yard be 
screened by landscape. External 
generators, must be regulated for noise 
level and should only be used in the event of 
an emergency. 
 
Television or radio masts, towers, poles, 
antennas, aerials, satellite dishes, or other 
appurtenances shall not be erected, 
constructed, or maintained on the exterior 
of any house or lot unless the location, size 
and design have been approved by the ARB. 
Any proposed satellite dish or antenna 
system for the house is required to be 
designed to be hidden from view from the 
street and adjacent lots. 
 
Drying laundry outdoors must be done in 
areas that are completely screened from 
view from adjacent lots and the streets. All 
clotheslines or drying racks must be 
approved by the ARB in writing. No rugs, 
drapes, or other items shall be hung from 
any portion of the exterior of the house. 



Additional Items 

Mailboxes for Beach Haven are centrally 
located in the Postal Building at the Swim 
Club. No mailboxes, parcel boxes, or 
newspaper delivery boxes are to be 
installed on individual homes or lots. 
 
Real Estate “For Sale” and “For Rent” and 
G.C. construction signs and related posts 
must conform to the size and style outlined 
in a handout obtained from the ARB. No 
other signs may be erected.  
 
No boat, recreational vehicle, trailer or 
non-four wheel passenger automobile may 
be placed, parked, or stored on any lot or 
driveway unless contained within a building 
where it is totally isolated from public view. 
 
Basketball goals are allowed but their 
design and location must be approved by the 
ARB in writing.  
 
No window or wall air conditioning units are 
permitted. 
 
Construction dumpsters must be provided 
during the entire construction period of 

each house and must be located on the lot 
under construction. All construction trash, 
lunch wrappers, etc. must be picked up and 
placed in bins and the bins emptied on a 
regular basis so that the site of each 
building construction appears neat and 
clean. 
 
Silt fencing or wire screen fencing must be 
placed along the rear property line, lake 
bank, wetland line, and adjoining property 
lines during the entire construction period 
of each house to prevent trash, debris, 
and/or silt or fill dirt from being placed on 
adjacent wetlands or lots. 
 
No Flood lighting:  No exterior flood lights 
are permitted in Beach Haven.  
 
ALLEY LIGHT ON GARAGE 
 
All alley lot houses are required to install 
one pie pan light or similar on the alley 
side of the garage on a photo cell to 
provide lighting in the alley.  
 
 

Lots shall not be cleared or improvements 
constructed thereon unless the ARB has 
the following: 

1) approved house plans in writing 
2) contractor has met with the ARB 
for a pre-construction site clearing 
meeting  
3)contractor has signed a 
compliance form and paid any 
required deposit.  

 
Lot maintenance as outlined in the 
neighborhood declaration is the 
responsibility of the respective owner. 
However, in the event that the lot is not 
maintained as required by the HOA, the 
Association is permitted, after proper 
notice, to perform that maintenance and to 
charge the owner for the cost. 
 
The height, grade, and contour of any lake 
embankment shall not be changed without 
the prior written consent of the 
Association. No decks, docks, moorings, 
pilings, bulkheads, or other structures shall 
be constructed on such embankments. 
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LANDSCAPING 


At Beach Haven, our goal is to create an environment which is 
both harmonious with the indigenous landscape context and 
reinforces the unifying characteristics and elements of the 
neighborhood streetscape.  Each lot type should develop a 
planting scheme that is specially designed for the unique lot as 
well as create a sense of unity in the Beach Haven streetscape. 
Therefore, landscapes should be designed with attention to 
street plantings and the landscape of adjacent lots. 
 
Builders, landscape architects and owners are encouraged to 
incorporate xeriscape and waterwise landscaping principles 
into their landscape design. Such principles include the use of 
Florida friendly plants, both native and non-native, which are 
indigenous to the area or are adapted to hardiness planting 
zone 9-A, as well as, the beaches/dunes and maritime forest 
plant communities.  Plant material should be grouped by 
watering requirements. Plants that are drought tolerant once 
established are highly recommended. Another principle is to 
utilize zoned-irrigation, separating turf irrigation from plant 
bed irrigation. 
 

 
 
 
 
 
 
 
 
 
 
 
 
More information on water conservation, water wise 
landscaping and Florida friendly plants can be found on the 
following websites: 
 
www.sjrwmd.com/waterwiselandscapes  
www.floridayards.org  
www.floridata.com 
www.floridanativenurseries.org/county/flagler 
 

The following document outlines general criteria which help 
homeowners and their landscape architects create a landscape 
that blends in with the neighborhood and will survive the 
coastal environment. Proper formatting of Landscape Plan 
submittal to the ARB is also outlined. 
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Guidelines for Landscape Design 
 
Existing Trees:  All homes, driveways, pools, etc. must be sited 
to preserve as many existing trees as possible. All existing 
hardwood trees 4” or greater in diameter and all pines 8” or 
greater in diameter must be drawn and labeled on the 
landscape plans with the corresponding caliper inches clearly 
shown. Existing hardwood and pine trees being removed, 
outside of building footprint and driveway, must be clearly 
marked. Existing natural understory plant material must also 
be shown. The ARB must approve the removal of existing 
hardwood trees 4” or greater in diameter, pines 8” or greater 
in diameter, and significant areas of existing scrub oak, 
palmetto or other understory plants. 
 
Existing trees to remain must be protected before clearing and 
during construction. Tree protection barricades must be 
erected around all preserved natural areas and along a 
minimum of 100% of the drip-line of all preserved trees. Tree 
protection barricades should be shown on the site plan or 
landscape plan for ARB review; this should include a tree 
protection barricade detail.  All trees to be removed must be 
flagged with orange flagging tape. Root raking may occur only 
within the building and driveway pads. Tree protection 
barricades must be erected and approved by a member of the 
ARB prior to commencement of construction. Construction 
vehicles may NOT be parked under trees or within natural 
areas.  Construction materials may never not be stored in the 
natural areas or under tree canopies.  
 
Tree removal without written approval from the ARB may 
result in the property owner being fined or the compliance 
deposit being withheld in full or in part. 

 
 
Natural Areas:  The ARB encourages the preservation of 
natural areas, including palmetto, scrub oak and good quality 
understory plant material. All natural areas must be mulched 
with a minimum of 3” pine straw mulch where applicable. Any 
natural area which does not contain palmetto/scrub oak cover 
and has been open to the sun must either be planted with 
shrubs or ground cover or heavily mulched to restrict weed 
growth. Natural areas being preserved must be protected by 
tree protection barricades prior to the commencement of 
construction and through out to clearing and during the 
construction process. All other areas, cleared during 
construction, must be planted with a combination of shrubs, 
groundcovers and sod, or mulched (please refer to Planting 
Design for further information). 
 
Conservation Easements and Buffers:  Certain lots are located 
adjacent to or contain landscape easements or buffers (refer to 
plat for location). Absolutely no work, landscaping, filling, etc. 
is allowed in these areas per the Recorded Conservation 
Easement.   A note must be included on the landscape plan that 
no work may be performed in these areas. A silt fence must be 
erected along the landscape easement or buffer prior to the 
start of construction activities in areas that abut the buffer. The 
silt fence must be erected and approved by a member of the 
ARB prior to commencement of construction. This fence must 
be maintained until construction is complete. Failure to 
maintain silt fence may result in the property owner being 
fined.  Fine may be withheld from compliance deposit.  
 
Owners of lots, with landscape easements or buffers, are 
required to maintain these areas.  Owners are allowed to 
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supplement the existing vegetation in keeping with the other 
provisions of these guidelines, however, prior approval is 
required by the ARB.  ARB approval is also required before any 
existing plant materials can be removed. 

Scenic Corridor:  The section of A1A at Beach Haven is part of 
the A1A Scenic Corridor.  Flagler County has strict ordinances 
regarding the preservation and maintenance of existing 
vegetation along this corridor, as wells as, ordinances 
regarding the supplementation of landscaping within this 
corridor.   

Tree count in the A1A Scenic Corridor:  The total canopy tree 
count requirements within the front, side, and rear perimeter 
landscape buffer shall be determined by using a ratio of one (1) 
planted tree for each twenty-five (25) linear feet of perimeter 
or one (1) preserved tree of at least fourteen (14) inches of 
caliper for every fifty (50) linear feet of perimeter. Perimeter 
calculations shall exclude up to no more than twenty-four (24) 
feet of access ways through the perimeter in the calculation. 
Preserved trees may be located up to fifteen (15) feet outside 
the required perimeter landscape strips, or when no strip is 
required, away from the property line. If trees are preserved or 
planted outside of landscape strips, landscape islands must be 
at least three hundred (300) square feet and must conform 
with critical root zone standards, with the tree placed 
approximately in the middle of the island. No fewer than 
seventy-five (75) percent of the required trees shall be native 
trees identified on the Interim Index Tree List. If salt air 
exposure is not a limiting factor as determined by the county 
administrator or his/her designee, no more than twenty-five 
(25) percent of the required trees may be palm trees, which 
must be at least twelve (12) feet high in height at the time of 

planting. For development sites greater than one (1) acre, no 
more than fifty (50) percent of the new trees planted shall be 
from the same genus (for example oak).  

Tree preservation required in the A1A Scenic Corridor: 
Preservation of all existing native trees larger than six (6) 
inches in caliper is required within the perimeter area except 
for access ways.  

Understory trees in the A1A Scenic Corridor. Installation or 
preservation of eight (8) understory trees not less than six (6) 
feet in height, and one (1) inch caliper measured at six (6) 
inches above ground from the Interim Understory Tree List for 
each one hundred (100) lineal feet of front perimeter abutting 
the public vehicular right-of-way less the frontage for access 
ways.  

For more information on the A1A Scenic Corridor Overlay 
District, including architectural requirements, refer to Section 
3.06.11. - A1A Scenic corridor overlay district and Section 
5.01.04. - Landscape development standards of the Flagler 
County Code of Ordinances. 
 
NOTE: Information regarding the tree requirements 
within the A1A Scenic Corridor as stated above is subject 
to change.  Always check the Flagler County Ordinances for 
compliance. 
 
Lots on Lakes:  All lots on lakes must be landscaped down to 
the water’s edge.  On lake banks, areas of native marsh grass 
and other native plant material must be planted near the lake 
bank. Sod areas are allowed to abut the lake bank but not more 
than 40% of the lake frontage.   
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Planting Design:  The intent of Beach Haven’s planting design 
guidelines is to aid owners/designers in choosing plant 
material that will create a landscape environment which is 
both harmonious with the indigenous plant context and will 
reinforce the unifying element of the streetscape.  
 
Plant material should be Florida friendly, utilizing native and 
non-native plants grouped by their watering requirements. 
Plants should be chosen based on their variations in color, size, 
and texture to provide visual interest. Bedlines should be 
curvilinear in nature: linear or rectangular bedlines are 
prohibited. Plant beds are encouraged to be asymmetrical. One 
half of the lot should not mirror the other half.  Plant materials 
should be spaced to allow plants to grow into their natural 
shape and a minimum of half their mature width in order to 
avoid excessive clipping or pruning: overly manicured plants 
pruned into geometric shapes are prohibited.  
 
Newly planted landscape beds and bedding material should 
adjoin with bedlines on adjacent lots to create a continuous 
and seamless rhythm across all lots. 
 
Annual plants may be used for seasonal color, but should be 
used sparingly and must be replaced regularly. Plant material 
commonly used in USDA Plant Hardiness Zones 9b-11, which 
may be damaged by frost, (i.e. hibiscus, Queen & Coconut 
palms, crotons, philodendron, etc.) may be used as accents, but 
should be used sparingly and only in areas where they are 
protected and can grow into their natural form without 
excessive maintenance techniques. For more information on 
which plants are cold hardy to Beach Haven (Zone 9a) visit the 
websites listed under the second paragraph of the section 
titled LANDSCAPING. 

The following is a list of percentages of shrubs/groundcovers, 
and sod allowed by area (see Trees for minimum tree 
requirements).   
Area and percentage calculations for each area must be 
shown on the landscape plan.  
 
Area between Sidewalk and Curb:  

° Small Shrubs/Groundcover: 60-100%  
° Sod:  

• 0-40% -Lots NOT located on Alley 
• 0% - Lots located on Alley 

(Note: Lots with alley access in the rear are required to have a visitor 
parking pad in the area between the sidewalk and curb.  Refer to 
Side Street Parking Requirements for more information).  
 
Front Yard (driveway and front walk excluded):  

° Shrubs/Groundcover: 50-60%  
° Sod: 40-50%  

Rear Yard (driveway and patios excluded):  
° Shrubs/Groundcover: 30-40%  
° Sod/Mulch/Open Area: 60-70%  

Side Yard:  
° See Tree, Shrub and Sod requirements 

 
Natural areas preserved, with scrub oak, palmetto and good 
quality understory plant material may count towards the 
percentage of shrubs/groundcover required. Natural areas 
preserved without palmetto/understory plants may count 
towards the percentage of mulch/open area required. 
Preservation of good quality understory material in the rear of 
the lot that meets or exceeds the area shrub requirement may 
be used to meet this requirement, however, additional shrubs 
may be needed as screening or accents around the house. 
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Beach Haven strives to create friendly neighborhood streets 
that encourage interaction between neighbors. Creation of a 
pleasant pedestrian environment is imperative. Thus, shade 
trees or palms, in the front yard, are required to provide a 
pleasurable climate on the street. Front yard plantings are 
important because they compliment the overall scale of the 
home and may demonstrate the individuality of the 
homeowner.  
 
Requirements for trees, shrubs groundcover, sod, and mulch 
are as follows: 
Trees:  It is the intent of the Beach Haven PUD to abide by the 
Flagler County Land Development Code for landscaping. All 
trees must be healthy and disease free, Florida #1 grade or 
better, and must be shaped as they would appear in the natural 
environment. Tree requirements are listed below. These are 
minimum standards - the planting of larger caliper trees, 
additional shade trees, palms, and small trees is encouraged 
with ARB approval.  
 
Residential lots must be landscaped in accordance with the 
Flagler County Land Development Code, Section 5.01.04. - 
Landscape development standards. This code requires at 
least one (1) tree per 3,000 square feet of lot area for the first 
¼ acre of lot area.  EXAMPLE:  Lots 6,000 s.f. in size require two 
(2) trees.  For lots exceeding ¼ acre, one (1) tree for every 
additional ¼ acre or fraction thereof, must be preserved or 
planted.  Existing shade trees, sabal palms, and pine trees may 
be used to satisfy this requirement, in whole or in part, 
provided they have a minimum caliper of   2 ½” inches DBH 
and an overall height of 10’ or greater.   Trees planted to meet 
the minimum requirement on lots east of Coquina Way & Sea 
Oats Way, may utilize clusters of (3) Sabal and/or Washington 

Palms, Southern Magnolias, and Southern Red Cedars as these 
are tolerant of high salt. Lots west of Coquina Way & Sea Oats 
Way may utilize Live Oaks, Laurel Oaks, Southern Magnolias, 
Winged Elms, Red Maple, Water Oak or Sweet Gums.  Other 
shade trees may be specified and installed with prior approval 
by the ARB (for a complete list of approved shade trees see 
Section Flagler County Shade Trees). 
 
Tree(s) required by Flagler County may be planted anywhere 
in the rear or front yard, but may not be used as a substitute 
for required trees as described below.  Existing trees to be 
preserved cannot be used to meet Street Trees requirements 
as described below.  Existing trees to be preserved in the rear 
of the lot cannot be used to meet the requirements of Front 
Yard Trees as described below. 
 
Street Trees:  To preserve and enhance the quality of the 
streetscape, the owner/builder is required to provide a street 
tree(s) in the ROW of the lot between the sidewalk and curb.  
All lots, west of Coquina Way & Sea Oats Way, must install one 
(1) Live Oak, minimum 4” caliper width and 16’ height.  In 
cases where a Live Oak is not desired for aesthetic reasons, two 
(2) Sabal or Washington Palms may be used instead.  All alley 
access lots, east of Coquina Way & Sea Oats Way, must install 
one (1) Sabal or Washington Palm, minimum 12” caliper and 
12’ ht. clear trunk due to the salt conditions.  All driveway 
access lots, east of Coquina Way & Sea Oats Way, must install 
two (2) Sabal or Washington Palms, minimum 12” caliper and 
12’ ht. clear trunk. 
 
Front Yard Trees: In addition to the Flagler County shade tree 
requirement, a minimum of two (2) shade trees are required in 
the front yard of all lots (between the face of the house/porch 
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and the back of the sidewalk).  One tree must be a 4” 
caliper/16’ tall live oak, the other may be a 3” caliper/14’ tall 
live oak or other tree native to the area. Lots east of Coquina 
Way & Sea Oats way, may use two (2) clusters of three (3) 
palm trees to meet this requirement.  Palm trees must have a 
minimum 10’ height clear trunk and 12” caliper width, and 
should be staggered in height. Sabal palms or Washington 
Palms are required for this substitution. Other specimen palms 
such as Canary Island Date Palms, Medjules, Sylvester palms, 
etc. may also be used with ARB approval and can replace the 3” 
cal. front yard tree. Queen palms and similar type palms will 
not qualify for shade tree replacement. 
 
It is the builders and/or homeowners responsibility to locate 
all utilities before planting required trees. If there is a conflict 
in placing the tree(s) due to utilities in the area, the ARB 
should be contacted.  If a shade tree(s) are naturally present in 
the front yard of a lot, the existing tree(s) may be used for this 
requirement with the approval of the ARB.  
 
Corner lots are required to have additional trees: two (2), 4” 
caliper/16’ tall shade trees or two (2) clusters of three (3) 
palms located between the curb/rear of sidewalk and the side 
of the house.  
 
Rear Yard Trees: To further add to the tree canopy of Beach 
Haven, rear yard trees are required. At least two other shade 
trees must be planted in the rear yard of each lot. Trees must 
be 4” caliper/16’ tall and 3” caliper/14’ tall – one of these must 
be a live oak; the other may be a tree native to the area.  Lots 
east of Coquina Way & Sea Oats Way, may substitute this tree 
requirement with two (2) clusters of three (3) palms (see Front 
Yard Trees for palm tree requirements).  

The location of side rear yard trees must be coordinated with 
those located on or proposed on adjacent properties. If a shade 
tree(s) are naturally present in the rear yard of a lot, the 
existing tree(s) may be used for this requirement with the 
approval of the ARB.  
 
Side Yard Trees: Side yard trees are NOT required between the 
building restriction line (B.R.L.) of lots. Owners/contractors 
who wish to plant side yard trees, to provide screening, may 
use sabal palms within the building restriction line area. Sabal 
palmsmust have a minimum of 10’ height clear trunk and 12” 
caliper width, and be staggered in height. The location of side 
yard trees must be coordinated with those located on or 
proposed on adjacent properties. Owners/contractors who 
wish to use small trees or large shrubs other than sabal palms, 
must get prior approval of the plant selection by the ARB. 
 
Shrubs: Shrubs are required as part of the overall landscape 
plan. All shrubs must be Florida #1 or better.  Shrubs should be 
Florida friendly, native or non-native species, that are drought 
tolerant once established. A minimum of fifty percent of shrubs 
used should be native/indigenous to the area. Shrubs should 
be spaced to allow plants to grow into their natural form and 
half their mature width to avoid excessive clipping or pruning. 
Shrubs may NOT be pruned into geometric shapes or patterns. 
Shrubs of varying heights and textures should be used to 
create visual interest.  
 
Single row foundation plantings along the front and rear of the 
house are prohibited; this includes corner lots where the side 
of the house faces the street. Shrubs planted directly along the 
foundation must be spaced in a triangle pattern, and must be a 
minimum of 7 gallons with a minimum 24”-30” height and 
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spread.  All other shrubs should be spaced in a triangular
pattern to create a mass of shrubs and must be a minimum of 3 
gallons with a minimum of 18”-24” height and spread.  
 
A single row of shrubs may be planted along the foundation of 
the sides of houses within the B.R.L., but may not extend 
farther than 10’ past the front or rear of the main body of the 
house.  A minimum 3’ wide side yard maintenance access strip 
must be present on one side of the lot and should be 
coordinated with neighboring lots. 
 
A single hedge row of shrubs between neighboring lots is also 
prohibited. Plant material should be massed to create a unified 
buffer with the neighboring lot. Massed shrubs must be 
coordinated with those located on or proposed on adjacent 
lots.  
 
Shrubs commonly used in USDA Plant Hardiness Zones 9b-11, 
which may be damaged by frost, may be used as accents, but 
should be used sparingly and only in areas where they are 
protected and can grow into their natural form without 
excessive maintenance techniques. Special care should be 
taken in selecting shrubs that are suitable to the 9A planting 
zone for cold hardiness. (See websites listed under Planting 
Design for more information). 
 
Ornamental Grasses:  The use of ornamental grasses is 
encouraged.  Ornamental grasses that are native/indigenous 
and drought tolerant are a great way to provide different 
textures, colors and seasonal interest to the landscape.  All 
grasses must be Florida #1 or better and must be a minimum 
of 3 gallons in size. 
 

Groundcovers: Ground covers should be used in areas that 
require low planting, such as the front of beds, under trees, or 
in areas where clear site lines are important (i.e. driveway and 
street intersections). Sand, rock, or other non-organic material 
may not be used as ground cover. 
 
All groundcovers must be Florida #1 or better and must be a 
minimum of 1 to 3 gallons in size – perennials or creeping 
plants, such as Asiatic Jasmine may be specified as 1 gallon 
material.  Spreading groundcover shrubs, such as low growing 
junipers, must be 3 gallon material.  Groundcovers should be 
spaced to allow plant material to grow into half its mature 
width and to avoid excess clipping and pruning. A natural 
growth pattern is suggested for all groundcovers. 
 
Sod: All areas of a lot not covered by plant beds or maintained 
as natural areas must be sodded. To reinforce the unifying 
elements of the streetscape, front yards must be sodded with 
Sea Shore Paspalum sod or St. Augustine sod. Rear yards may 
use the above mentioned sod types or other sod types (i.e. 
bahia, zoysia) with prior ARB approval. All sod must be weed 
and peat free.   
 
Mulch:  All planting beds must have a minimum of 3” of mulch 
to aid in water conservation. Natural-colored pine straw and 
natural-colored pine bark are the only approved mulch 
materials.  Pine bark may be ¾” to 1.5” in diameter. Mulch 
must not be dyed. Pine bark mulch may not be used in beds 
located between the sidewalk and curb or adjacent to 
driveways or front walks where pine bark may be washed into 
the storm drains. It is the homeowner’s responsibility to 
remove any pine bark washed into gutters or onto storm 
drains immediately after a rain storm event. Failure to do so 
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may result in a fine. Shells, stone, and gravel are prohibited as 
mulch materials, but can be used as pathway materials. 
 
Plant Materials and Pools: All pools must be landscaped to 
soften the view of the pool, deck and/or enclosure from 
adjacent lots. Additional plantings are required around screen 
enclosures to mitigate views from adjoining lots. 
 
Plant Quality and Size: All plant material must be Florida #1 
grade or better. Shrubs and groundcovers must be specified by 
height and width and gallon size, the height and width 
specified will always take precedence over gallon size. 
Trees must be healthy and disease free. Trees must be shaped 
as they would appear in the natural environment.  
 
Details: Each landscape plan submittal must include planting 
details to aid the ARB in understanding the methods that will 
be used for installation. Where applicable, these details must 
include installation/staking for both single-trunked and multi-
trunked trees, installation of shrubs and groundcovers, and 
spacing patterns. Other site amenities, such as gazebos or 
trellises, must also be detailed in this section or on the 
architectural plans. 
 
Irrigation: For all lots, irrigation must provide 100% coverage 
and be fully automatic, low-volume, water conserving systems. 
All shrubs and ground covers must be irrigated by pop-up 
sprayers or emitters. Turf areas must be zoned separately and 
can be irrigated using pop up sprays or stream rotors. All 
irrigation must adhere to the watering restrictions set forth by 
the Saint Johns River Water Management District. This 
information can be found at www.sjrwmd.com/watering 
restrictions.  

Homeowners/contractors must provide full irrigation 
coverage to the curb and to the lake bank. Overspray onto 
paved surfaces is not allowed. 
 
Fertilizer: Only biodegradable fertilizers and EPA/DER 
approved pesticides and fungicides may be used on any 
property. 
 
Damaged Plant Material: Any material which dies or becomes 
unsightly after installation must be replaced immediately or 
within 30 days of notification by the ARB.  
 
Landscape Planting Budget: The ARB recommends a 
landscaping planting budget of approximately 5% of the 
building construction cost. This will vary depending on the size 
of the lot and house. A general guideline for determining the 
landscape budget is: square footage of house x $150.00 x .05 = 
budget. The percentage may vary depending on the size and 
remaining tree canopy of the lot. 
 
Hardscape, Drainage & Grading 
 
Drainage and Grading: It is the responsibility of the 
owner/contractor/ or landscape contractor to ensure proper 
drainage is maintained.  The architectural site plan must 
include a grading and drainage plan outlining the drainage 
flow on each lot. Refer to the civil engineering plans for lot 
drainage concepts. Fill should not be added within the drip 
lines of existing trees to remain.   
 
Landscape Lighting: Exterior lighting plans and material 
specifications with cut sheets must be included for review on 
the Landscape Lighting sheet of the Landscape Plan drawing 
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set. All landscape lighting must be designed so as not to impact 
the adjacent houses.  
 
Hardscape Layout and Detailing:  Hardscape layouts and 
details must be submitted to the ARB for approval prior to 
commencement of construction. See other sections of these 
guidelines for specific requirements. 
 


All owners must submit a landscape plan designed by a 
qualified designer. Landscape plans are graphically-scaled, 
legible drawings which include a planting plan, landscape 
lighting plan (if applicable), and details. In general, landscape 
plans illustrate the location of trees (existing and proposed), 
shrubs, ground covers, grass, mulch, landscape lighting, 
statuary, trellises, decks, pools and/or other items to be 
installed outside the structure of the house.  
 
The landscaping must be installed in accordance with the 
approved plans. Minor design adjustments may be made; 
however, major changes, such as replacement of specified 
plants with another type, or relocation of proposed tree(s) 
must be submitted to the ARB for review and approval. 
 
Each submittal must consist of the following: 
 
Planting Plan:  

° Specific location where each plant or mass of the same 
plant is used  

° Each plant species must be indicated by a separate 
symbol, pattern, or number on the planting plan and in 
the key.  

° Location and species of neighboring plantings where 
applicable.  

° Plant List and Key showing the abbreviation or number 
key used in the plan  

° Botanical and common names of the plants  
° Size by height and spread of material at installation and 

gallon size  
° Quantity of each plant  
° Asterisk by Native plants and Florida Friendly plants 
° Caliper of trees at 12” above the grade line  
° Notes and Comments 

 
Details, Minimum Required Specifications, and Notes:  

° Planting details for groundcovers, shrubs, and trees  
° Plans and details for gazebos, trellises, fences, walls, or 

any other built site amenities (unless noted on 
architectural plans)  

° Notes on quality of planting material and specifications 
° Tree Protection Detail 

 
The landscape plan set must be submitted on 24”x 36” format 
& have a drawn scale of either 1”=10’ or 1”=8’. The ARB 
reserves the right to request re-submittal of larger-scale plans 
or a larger sheet size. Compass north must be indicated on 
each sheet of the plans. Each sheet must have a title block 
containing the following:  

° Lot number and unit  
° Name of homeowner  
° Name of contractor  
° Date (including revision dates if applicable) 
° Printed name of designer & FL license number 
° Designer’s signature and/or seal 
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The Architectural Review Process 
 
The Architectural Review process 
requires the following steps and submittal 
requirements: 
 
STEP 1 – Preliminary Design Submittal 
This step is for review of the general 
design concept for the house.  All of the 
requirements below are intended to 
assist in satisfying Flagler County Land 
Development and Beach Haven PUD 
requirements.  Submissions shall include: 

• Boundary and tree and top survey 
prepared by state licensed 
surveyor and to include all 
specimen hardwood trees 6” or 
greater in diameter, all pines 8” or 
greater, and topographic contours 
at a minimum one (1) foot intervals.  
The survey should be 1/8”=1’-0” or 
1”=20-0”’ scale. 

• Site Plan: minimum scale 1/8” = 1’ – 
0”) to include building footprint, 
setbacks, sidewalks, fences, pools, 

walkways, driveways, patios, utility 
yards and accessory structures.  
Note all trees to remain and to be 
removed including those inside the 
building footprint.  Indicate 
location of building footprints for 
adjoining houses. 

• Floor Plans: (minimum scale 1/8” = 
1”) to include square footage 
breakdown for each floor. 

• Exterior Elevations:  (minimum 
scale 1/8” = 1’) to include all four 
(4) elevations and noting all 
exterior materials. 

• Design Review Application Form:  
completed and submitted along 
with application fee 

STEP 2 – Construction Documents and 
Landscape Plan Review Submittal 
This step is to confirm that the design is 
substantially similar to the design 
approved in Step 1 and to see details and 
final site plan. 

• Site Plan: (minimum scale 1/8” = 1’) 
to include all items listed under 

STEP 1, Site Plan Submittal plus 
existing and proposed changes to 
topography to accommodate on-
site drainage requirements.  Refer 
to Design Review Checklist for 
additional requirements. 

• Final Construction Documents: 
- Foundation Plan 
- Floor Plans 
- Exterior Elevations 
- Wall Sections and Details 
- Electrical Plan 

• Final Landscape Plan:  to include 
existing trees and natural 
vegetation to be preserved, plant 
materials list, irrigation plan, note 
on the source, lighting plan and 
site drainage plan.  Refer to 
Landscaping section of Design 
Code for additional requirements. 

• Design Review Application Form:  a 
completed form including Exterior 
Material and Color Specifications 
and Color Samples for all 
materials. 
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STEP 3 – Site Stakeout/Pre-site 
Clearing/Pre Construction Meeting 
Pre-Construction Meeting 

• Final building footprint stakeout 
must be approved on-site by ARB 
prior to commencement of site 
clearing and construction. 

• A Compliance Agreement shall be 
completed and signed by Owner 
and Contractor and shall include a 
compliance deposit or other 
deposits some or all of which may 
not be refundable. 

• Site stakeout review will require 
that the contractor has staked 
out the building envelope on site.  
The contractor shall also have 
marked all trees to remain and 
installed all tree protection 
barriers and silt fences as noted 
elsewhere in this code. 

 
 
 

 
STEP 4 – Framing Inspection 

• Final building wall and roof framing 
must be approved on-site by ARB 
at completion of building framing.  
ARB will verify compliance with 
approved drawings. 

• All building colors must be 
approved on-site by ARB prior to 
installation of final colors and 
materials. 

 
STEP 5 -  Final Site Review and 
Landscaping 

• Final approval of house and 
landscaping must be obtained from 
ARB prior to occupancy by the 
Owner. 

• The Homeowners Association will 
also release the compliance 
deposit minus any deductions from 
subdivision damage or non-
compliance. 

 
 

 
The ARB will meet on a regular basis.  
Meeting times and dates are subject to 
change. Contact the ARB office for this 
information.  Specific deadlines will be 
established for being placed on the 
agenda and for receipt of submission 
materials. 
 
This section of the Design Code is not 
intended to be a complete description of 
the Review Process but a general 
overview.  For more detailed information 
on the duties of the ARB, see the Beach 
Haven Declarations.  Application forms 
and Compliance Agreement can be 
obtained from the ARB. 
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APPROVAL OF DESIGNERS AND 
BUILDERS 
 
The unique character of the Beach 
Haven streetscape depends on the 
quality of the design, construction , and 
landscaping of each home.  This process 
begins with the selection of a qualified 
designer, contractor, and landscape 
designer who understand the vision for 
Beach Haven and are willing to adhere to 
the Design Code. 
 
To ensure this happens, the Declaration 
of Charter, Easements, Covenants, and 
Restrictions for Beach Haven require 
that all designers and builders be 
approved to work in Beach Haven Prior 
to commencement of any work.  
 
 
 
 
 

 
Architects and Designers 
 
All architects and designers wishing to 
work in Beach Haven must be approved 
by the ARB prior to submitting any 
designs for review.  Approval will be 
based on the designer’s ability to 
produce each type of drawing required 
for ARB review, the ability to provide 
precise details that clearly identify all 
elements of the construction project, an 
understanding of the Design Code and a 
willingness to adhere to its 
requirements. 
 
Specifically the architect or designer 
will be required to submit to the ARB 
for consideration: 

 Resume 
 Designs that demonstrate the 

designer’s ability to create 
quality architecture (submit a 
minimum of 3) 
 

 
 
 

 Construction drawings that 
demonstrate the designer’s 
ability to detail the house 

 References 
 Any other material the designer 

feels will demonstrate their 
abilities (photos of completed 
projects, etc.) 

 
The ARB will review the designer’s 
submission at one of its regularly 
scheduled meetings and will respond in 
writing to inform the designer if they 
are approved.  Please note that approval 
can be withdrawn for failure to 
sufficiently perform within the Design 
Code or lack of cooperation with the 
ARB. 
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Builders 
 
All builders must be approved by the 
Founder or the ARB to work in Beach 
Haven.  It is crucial that all builders 
understand the vision for Beach Haven 
and know the Design Code as they are 
responsible for implementing the 
designer’s ideas in the field. 
 
Approval of builders will be based on 
their ability to construct quality homes 
in accordance with the approved plans, 
specifications, and Design Code 
parameters. 
 
In order to receive approval, the builder 
must submit the following to the ARB 
for review: 
 

 Resume 
 Copy of license 

 
 
 
 
 

 Photos of built work (min. of 5 
different projects) 

 References from clients 
 References from designers 

(specifically this should address 
the willingness and ability to 
adhere to the plans) 

 Other information deemed 
necessary for approval 

 
The ARB will review the builder’s 
submission at one of its regularly 
scheduled meetings and respond in 
writing to inform the builder if they are 
approved. 
 
Please note that approval of a builder 
can be withdrawn for failure to 
adequately perform within the Design 
Code, lack of cooperation with the ARB’s  

 
 
 
 
 
request, for not adhering to the 
approved plans and specifications, and 
failure to comply with other rules and 
regulations as outlined in the Declaration 
or HOA rules and regulations. 
 
It must be noted that it is not the 
intent of this approval requirement to 
dictate the owner’s selection of their 
design and construction team, but to 
help ensure that the vision for Beach 
Haven is achieved.  The ultimate benefit 
of this process will be a beautiful 
community for all to enjoy. 
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Construction Procedures 
 
Lots shall not be cleared or 
improvements constructed thereon until 
the ARB has reviewed and approved all 
plans for construction in writing. 
 
The contractor and owner must also have 
a required on site meeting prior to 
commencement of any site work including 
clearing.  At this meeting, the Owner 
and contractor will be required to submit 
a signed Compliance Agreement, a 
deposit, and confirm that all other 
requirements have been met. 
 
Silt fencing must be installed and 
maintained throughout construction 
along the top of lake banks, along the 
wetland lines, or upland buffer lines 
behind and/or beside each house,  

 
 
 
 
 
 
and on property lines next to existing 
lots/houses to prevent trash, debris, 
silt, fill dirt, etc. from blowing, washing, 
or being placed within the lake or 
wetland areas or the community at large. 
 
Streets must also be maintained on a 
regular basis including all debris and 
sand that may have blown off the street.  
If the Builder fails to maintain the 
streets on a regular basis the ARB may 
require the Builder to clean them on a 
daily basis. 
 
Construction bins for trash must be 
provided during the entire construction 
term for each house. Bins must be 
placed on the lot on which the house is 
being constructed unless approved in  

 
 
 
 
 
 
writing by the adjacent property owner.  
If such an agreement is made the 
contractor is responsible to ensuring 
that this lot is also kept clean.  All sites 
must be maintained neat and clean and 
free of trash and construction debris at 
all times.  Bins must be dumped regularly 
to prevent overflow. 
 
Remedies for non-compliance with the 
rules and procedures outlined above can 
be found in the Enforcement Section of 
the Declaration of Charter, Easements, 
Covenants, and Restrictions for Beach 
Haven (the Declaration). 
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Alley: Vehicle or utility access located to 
the rear of a lot. 
 
Arbor: A leafy, shady recess formed by 
tree branches, shrubs, or vines that grow 
intertwined through an overhead 
latticework. 
 
Architectural Review Board (ARB): An 
appointed board of professionals and 
persons authorized under the guidelines to 
review plans and designs. 
 
Balcony: An elevated, railed platform 
projecting from the facade of a building. 
 
Balusters: Any of a number of closely 
spaced supports for a railing. 
 
Balustrade: A series of balusters that  
support a railing. 
 
Bandboard: A horizontal member of slight 
projection marking a division in the wall 
plane. 

Bracket: A support projecting from a wall 
to hold or bear the weight of a shelf or 
part of a cornice, often decorative. 
 
Build-To Zone: The area up to which the 
front of a house must be built. 
 
Cantilever: An element that projects well 
beyond its vertical support, such as a 
balcony. 
 
Cast Stone: A pre-manufactured stone 
product often used for patios, stairs or wall 
caps. 
 
Ceiling Height: The height measured from 
the floor to the bottom of the ceiling. 
 
Column: A cylindrical, vertical, structural 
member, usually long and slender, often 
with a capital and base. 
 
Coquina: A soft porous limestone composed 
of fragments of shells and coral.  
 
 

Corner Board: Vertical, exterior trim 
applied at the corners of a building that aid 
in the delineation of two adjoining exterior 
walls and cover the resulting seam. 
 
Cornice: The ornamental, continuous 
horizontal trim between the soffit and the 
exterior wall of a house. 
 
Crawlspace: An underfloor space that 
allows for access to pipes and ducts. 
 
Cupola: A small, circular or square 
structure rising above a main roof. 
 
Deck: A raised wood platform with no roof. 
 
Dormer: A secondary feature of a building 
housing a window or vent, which is set upon 
the slope of a roof surface.  
 
Drop Siding: Exterior wall covering of 
horizontal boards undercut on the lower 
edge to overlap. 
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Eave: The projecting edges of a roof that 
overhang the wall. 
 
Enclosed Area: All spaces surrounded by 
walls and a roof. 
 
Exterior Cladding: A veneer of materials 
applied to the exterior walls of a house. 
 
Facade: The elevation or face of a house as 
viewed from the exterior. 
 
Fascia: A horizontal trim band which 
defines the edge of a roof. 
 
Fence: Semi-transparent barrier separating 
public from non-public space, usually located 
in the front of a house. 
 
Footprint: The outline of a house’s ground 
floor plan from an overhead perspective. 
 
Gable Roof: A roof with a flat, vertical 
triangular section at the end of the roof, 
thus only sloping on two sides. 
 

Garage: A building or room for the storage 
of automobiles. 
 
Garden Wall: A wall, or hedge along rear 
and side property lines. Usually more opaque 
than a fence to increase privacy, and 
constructed of materials similar to the 
house.  
 
Hip Roof: A roof with sloping sides and 
ends.  
 
Lattice: A structure of crossed wooden 
strips, usually arranged to form a diagonal 
pattern of open spaces and often utilized as 
decorative infill between masonry 
foundation piers. 
 
Lite: A single pane of glass in a door or 
window. 
 
Louver: A small opening composed of 
overlapping, downward sloping slats which 
shed rain while admitting light and air. 
 
Masonry: Brick, block, or stone 
construction that is secured with mortar. 

Massing: The arrangement of various 
geometric forms that make up the volume 
of a house. 
 
Muntin: The small members that form a 
grid to hold the edges of window panes 
within a sash. 
 
Outbuilding: A separate building from the 
principle house. 
 
Overhang: The projection of the roof 
beyond the wall below it. 
 
Patterned Concrete: A decorative surface 
treatment pressed or etched into concrete. 
 
Picket: Typically flat, pointed vertical 
members of a fence supported by a top and 
bottom rail. 
 
Pier: An upright structure of masonry to 
serve as a principle support, whether 
isolated or as part of a wall. 
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Plank: Type of gate, door or shutter 
construction utilizing vertical wooden 
boards with horizontal supports. 
 
Porch: A covered, visually open space, 
projecting from the facade of a house, no 
less than 8' in depth and 9' in height. 
 
Proportion: Comparative relation between 
elements’ size, especially the relationship 
between vertical and horizontal dimensions. 
 
Rafter: A wooden member of a roof 
structure which slopes downward from the 
ridge line. 
 
Roof Pitch: A term which refers to the 
steepness of a roof slope by comparing its 
vertical rise per horizontal foot. 
 
Scale: The proportions of a building in 
relation to its surroundings, particularly 
other buildings in the surrounding context. 
 
Setback: The minimum distance a building 
edge may be located from a property line. 

Shed Roof: A roof with a single sloping 
pitch. 
 
Shutter: A hinged cover for a door or 
window. 
 
Sidelight: A glass window pane located to 
the side of a main entrance way. 
 
Siding: Building material used for surfacing 
a house. 
 
Site Contours: Lines that represent the 
relative elevation on a given area or 
surface. 
 
Soffit: The exposed undersurface of an 
overhead component of a house, usually at 
the overhang of a roof. 
 
Specimen Tree: A tree that, due to its 
unique qualities of age, size or beauty, 
should be preserved. 
 
Streetscape: The overall appearance and 
feel of a street and its associated houses 
and surrounding landscape.  

Stucco: A plaster material applied as an 
exterior wall finish. 
 
Style: Classification of architecture based 
on common elements that were popular 
during a given period of history, not to be 
confused with building type. 
 
Tabby: A primitive form of concrete made 
by mixing equal parts of sand, water, and 
oyster shell and oak ash. 
 
Tooled Edge: A decorative groove applied 
to concrete. 
 
Topography: The physically detailed 
description of a piece of land. 
 
Tower / “Scenery Loft”�: Round or square  
vertical building element, generally with a 
separate roof differentiating it from the 
main body of the building, that extends 
above the main roof of the house. 
 
Transom: A small window over a door or 
another window. 
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Trellis: A framework used to support 
growing vines or climbing plants. 
 
Trim: Elements of windows or doors used to 
decorate and frame their interior and 
exterior borders.  
 
Watertable: An exterior trim band which 
defines the separation between floors. 
 
Widow’s Walk: Roof deck placed at the 
peak of a roof historically named for decks 
used by the sailor’s wives waiting for their 
husbands to return from sea. 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Several definitions courtesy of Dictionary 
of Architecture, Henry Saylor, copyright 
1952 by John Wiley & Sons, Inc., New York. 







Amendment #1 
 
Beach Haven Design Code 
Amendment to Landscape Guidelines 
Dated 9-30-14 
 
If sod is specified in the landscape of any house or common area of Beach Haven, the sod type, as of 10/01/14 is changed from St. Augustine or 
Sea Shore Paspalum to Zoysia.  Zoysia is more pest tolerant and requires less irrigation to grow and thrive.  It also has a wonderful feel 
underfoot.   
 
For those homes and areas currently sodded with St. Augustine, there needs to be no change.  This change applies only to new houses and sod 
areas that have not been installed as of this date, 10/01/14. 
 




